
Schüco Window AWS 50.NI

 
Havaalanı, fuar merkezleri ve alışveriş merkezleri gibi iç mekanlar için 50 mm anma derinliğine sahip yalıtımlı olmayan pencere
çözümü. Isıl yalıtımlı pencere sistemi ile aynı alın genişliği kullanılarak eşit dağılımlı iç ve dış bina tasarımı yapılabilir.

Ürün Bilgileri

Özellikleri ve yararları:

50 mm anma derinliği•

74 mm'den başlayan dar profil alın genişlikleri•

Aynı seviyede monteli veya dışarı doğru açılan kanat olarak mevcuttur•

Dalgalı ve çivilenmiş köşe mesnetleri•

Azami kanat ağırlığı 130 kg•

Schüco ADS 50.NI kapılar ile uyumlu•

Yalıtımlı Schüco AWS tasarımı ile aynı donanıma sahip dışarı doğru açılan kanat•

Schüco AvanTec gizli donanımları ile birlikte kullanılmasıyla Schüco AWS 50.NI hem tasarım hem de kullanım kolaylığı açısından

en yüksek standartları karşılar.
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Tech. Information

 

Ürün Bilgileri

Material

Aluminium

Type of construction

Non thermally insulated

Windows

Inward opening windows Side hung vents (SH)

Turn/tilt vents (TT)

Bottom hung vents (BH)

tilt before turn vents (tilt b. turn)

Double vents

Tilt/slide vents

Bottom hung toplight

Flush-fiited side hung vents

Flush-fitted turn/tilt vents

Flush-fitted bottom hung vents

Outward opening windows Side hung vents

Top hung vents

Horizontal/vertical pivot windows

Horizontal pivot windows

Vertical pivot windows

Window as an insert unit for façades

Security

Burglar resistance DIN V ENV 1627 to 1630 WK 1
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